








REMOVE FROM PACKAGING  ENSURE THERE IS ADEQUATE AIR SUPPLY

FIT THE ELBOW & FLEXIBLE HOSE  LOWER GENTLY INTO THE CUTOUT
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SECURE THE PRODUCT TO THE BENCHTOP  CONNECT TO THE GAS & ELECTRICAL SUPPLY

CHECK FOR GAS LEAKS TEST OPERATION

1 32 4A Test operation by 
lighting all burners.
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outside cabinetry

Fresh air from 
outside cabinetry

Re�t existing 
screw to secure 
into basepan 

view from below

For benchtops thicker than 50 mm, 
reverse the clamping brackets, as shown
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Ensure the blue washer is �tted
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FINAL CHECKLIST

  TO BE COMPLETED BY THE INSTALLER

  Have you installed the clamping brackets?

  Have you allowed for adequate air supply to the product?

  Have you used the supplied �exible hose and blue washer?

  Have you leak-tested all connections?

  Is the regulator set to the correct working pressure?

  Have you placed the supplied duplicate data plate on an adjacent surface?

  Is the CookSurface earthed?

  Check that the power supply cable is NOT touching the CookSurface.
  
  OPERATION: 

  Do all burners ignite both individually and in combination?
  
  Are the �ames consistent and appropriately sized?

  Have you demonstrated the basic operation to the customer?

Installer’s name:

Installer’s signature:

Installation company:

Date of installation:

  

LEAVE THESE INSTRUCTIONS WITH THE CUSTOMER
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